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2013-2018 RAM 3500 
2014-2018 RAM 2500 
Front 5-6ó Lift Kit 

Installation Instructions 

2686 Highway 92 - Oskaloosa, IA 52577 
phone: 641.673.5396 
www.kelderman.com 

1/2-20ò, 3/8-24ò,  5/16 x 18ò taps are  required for installation.  
A welder is also needed.  

VERSION 1.3 
 
D4F4-3-X-13-6 

 
*inspect contents of 
kit prior to beginning 
installation* 
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1. Jack the truck up at the front axle and place jack stands under the front of the 

frame just behind the radiator. Remove the wheels and remove the shocks. Lower 

the jack down so the tension is off the coil springs and remove the springs.         

Unfasten the steering arm from the pitman arm and unbolt the panhard bar from the 

panhard bar mount. Do not unhook the sway bar end links.   
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2. Place a jack under the transfer case. Remove the three nuts from the transmission 

mount where it fastens to the crossmember and remove the four bolts that hold the 

transmission crossmember in place. Remove the crossmember. Remove the two 

bolts that fasten the control arms to the frame. Keep the nuts for the transmission 

mount. The other bolts will not be used. 
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3.  Locate the crossmember (Part # 18291). It fastens into the factory crossmember 

holes with the four 5/8 x 6 1/2ò bolts.  Also use the M18 x 40 bolts to fasten the side 

of the crossmember into the original control arm mounts. Torque these bolts to 150 

ft./lbs.  Now locate the three factory transmission nuts and fasten them to the cross-

member.  Torque to 40 ft/lbs.   

 

 

 

 

 

4.  Fit the factory control 
arms into the new          
crossmember.                   
Use the supplied M18x140 
bolts. Insert them from the 
outside in and torque to 
150ft/lbs.   
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5.  Remove the ball joint from the steering linkage. The tab needs to be cut off so the 
ball joint can be turned 180 degrees over and installed into the new pitman arm that 
gets installed in the next step.   

 
Cut this tab off at the end of the threads   
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Factory pitman arm 

Clamp PHB drop like this and weld here 

6.  Locate the dropped pitman arm (Part # 4011). Remove the factory pitman arm and 
replace with the dropped one. Torque the nut to 275 ft./lbs. Rotate the ball joint on the 
end of the steering arm 180 degrees as it will go into the pitman arm from the bottom 
up now. Insert the ball joint into the pitman arm and torque the steering arm nut on the 
ball joint to 100 ft./lbs. NOTE: The pitman arm needs to be re-torqued after 300 miles.  
   
7.  Locate the panhard bar drop (Part #  18288). It fastens into the factory panhard bar 
drop location. THIS PART WILL BE WELDED. Hold the part up in place and then 
mark where it gets welded so the paint in the area can be removed with a grinder or 
polishing wheel. Use the factory bolt to fasten into place. Before you tighten, use a 
clamp to clamp the back of the part in place tight against the crossmember. Torque the 
bolt to 125 ft./lbs. You will need to weld the back portion to the crossmember. Weld the 
part the full length. NOTE: When welding be sure to use a battery saver or anti-
zapper device to prevent damage to the electronics.   
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Panhard bar drop bracket 
(Part #  18288).  
 
Shown fastened into the 
factory panhard bar drop 
location.  
 
THIS PART WILL BE 
WELDED. SEE BELOW. 

Weld here  
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passenger side 

Tap this hole to 1/2-20ò  

Drill two holes for the 
3/8ò bolts here.      
Use a flat washer  
between, if needed.  

Tap the passengers side rear hole and drivers side is front hole. 

This plate needs to 
be parallel with the 
ground at ride 
height. 

8. Locate lower bag mounts (Part # 18275 DS and 18286, -1 and ï2 PS). Find the 
holes in the bottom of the spring bucket. The hole towards the rear of the truck will be 
tapped to 1/2-20ò. Once that hole is tapped, drop the lower bag mount in fasten with 
the 1/2 x 1ò bolt. Drill two13/32ò holes into the raised center portion of the bucket.  
Once this is done insert the two 3/8 x 1 1/2ò bolts and  torque both bolts to 35 ft./lbs. 
Use a flat washer if a there is a space between the bracket and raised center portion. 

NOTE: There are 3 different axle styles used on G5 Dodge trucks, therefore, 3 different 
passenger side lower air bag mounts are provided.  Place each lower mount on the 
passenger side axle perch and choose the one where the bottom of the air bag will set 
most parallel with the ground. The other 2 lower bag mounts will not be used.   


