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1. Locate the compressor box and install in the rear, driver side cab mount bucket with the provided 
washers and 1/4”. Note: the smaller washers are used as “filler” pieces, large washers go on outside. 

2. Referencing the plumbing diagram on page 3, choose a location for the TPMS sensor to be mounted.  
Cut the appropriate amount of air line and route it from the compressor box fitting to the T-fitting with 
the TPMS sensor and secure it with the provided zip ties. 
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3. Next, reference the diagram below to complete the plumbing installation using the provided air line. 
Note: routing the airline through the frame rail, where possible, is recommended; manual fill valve can 
be installed where convenient. 
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4. Route both wiring harnesses to the front of the vehicle.  The smaller harness (red & blue wires) will 
need to be routed to the driver side dash area; the large harness (red & black wires) will be routed 
through the firewall and into the engine compartment. 

5. Choose a location for the switch box (do not install yet). Note: a location on the lower half of the dash 
near the left or right knee of the driver is recommended.  Cut the smaller harness to length and install  
spade-connectors on the red and blue wires.  Plug the red wire into the switch on (+) side of the box and 
install the blue wire to the switch on the (-) side of the box (noted by symbols on the front of the switch 
box).  The switch box can now be secured in the chosen location with the provided Velcro. 

6. Route the orange cable from the switch box through the firewall and into the engine compartment and 
route it to the engine compartment fuse box for key power.  Using the provided fuse tap for key power, 
cut the orange cable to length and install the fuse tap. 

7. Remove the key power fuse (shown below), install the fuse tap in its place and reinstall the key power 
fuse in the bottom slot and the provided 10 amp fuse in the top slot of the fuse tap . 

8. Take the 30 amp fuse provided and cut the cable at the midpoint.  Use it as a reference to cut the 
larger wire harness to length.  Install one leg of the fuse to the red wire and install one of the provided 
ring connectors to the other leg.  Lastly, install a ring connector to the black wire. 
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9. Install the red wire to the positive (+) battery terminal and the black wire to the negative (-) battery 
terminal. 

11. Test the system to ensure proper operation.  Activate the (+) switch on the switch box for a few sec-
onds, the compressor should turn on and start inflating the air bags.  Next, activate the (-) switch on the 
switch box for a few seconds, the dump valve should start releasing air pressure from the line. 
 
Installation is now complete. 

10. Using the TPMS sensor instructions, download the app and follow the on-screen prompts to pair the 
TPMS sensor.  
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Wiring Diagram 
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Product Owner Responsibilities 
 
Product owner is solely responsible for pre-operation inspection, periodic inspections, maintenance, 

and use of the product as specified by Kelderman Mfg. Inc. Of particular importance is the           
re-torque of fasteners. This re-torque must be performed within 90 days or 1000 miles of this 
product being put into service. 

 
Product owner is responsible for “down time” expenses, cargo damage, and all business costs and 

losses resulting from a warrantable failure.  

First 1,000 Miles 

 - Re-torque all hardware. 

Kelderman Manufacturing appreciates your business. We strive to meet the needs 
of our customers by providing the highest quality products. If you have any ques-
tions concerning our products please call or email us at the following: 
 

2686 Highway 92 
Oskaloosa, Iowa 52577 
Phone: (641) 673-5396 

Fax: (641) 673-4168 
Email: info@kelderman.com 

Bolt Size Grade 5 
Torque 

Grade 8 
Torque 

1/4"-20 8 ft-lb 12 ft-lb 
3/8”-16 31 ft-lb 44 ft-lb 
3/8”-24 35 ft-lb 49 ft-lb 

7/16”-20 75 ft-lb 106 ft-lb 
1/2"-20  85ft-lb 120 ft-lb 

9/16”-18 121 ft-lb 171 ft-lb 
5/8”-11 150 ft-lb 212 ft-lb 
5/8”-18 170 ft-lb 240 ft-lb 
3/4"-16 297 ft-lb 420 ft-lb 
7/8”-14 474 ft-lb 669 ft-lb 
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Safety 
 
Your Safety and the Safety of Others is Very Important.  

- Read and understand all safety precautions and instructions before in-
stalling this product.  

 
CAUTION: Trucks Equipped with Parking Sensors or Other Like Devices. 
- Relocation of these devices will alter the field of view. It is the responsibility 

of the owner to understand how these changes affect the operation of these 
systems. 

 
WARNING: Careless Installation Can Result in Serious Injury or Property 

Damage 
- Wear eye protection. 
- Disconnect the battery before doing any work on the vehicle. 
- Work on flat level ground. 
- Ensure truck is properly supported by jack stands. Never work under a 

vehicle supported only by hydraulic jacks. 
- Take precautions when lifting product. Due to the size and weight of 

this product two people are recommended for installation.  
- Never work directly under the product until it has been securely fas-

tened to the vehicle.  
- Avoid sharp, hot, and moving components when routing electrical ca-

bles and air lines. 
- If drilling inspect both sides of the surface and remove/relocate any 

objects  located in the way.   
- Ensure all bolts are properly tightened before driving.  


