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1. Place the truck on a level concrete surface.  Measure the height of the rear of the 
truck from the bottom of the hitch to the ground.  Record the measurement here 
_______.  This measurement will be used to set the ride height once the install is  
complete.   
 
2. Place a floor jack under the rear axle.  Raise the truck up so that the rear wheels 
can be removed.  Place a jack stand under the frame on each side just in front of the 
four link mounts. Remove the rear wheels and remove the plastic splash shield. 

Electronic height 
control pictured. 

3. Remove the lower shock bolt  and disconnect the shock. Lower the axle down until 
the brake lines are tight. The coils should be loose enough to pull out by hand. Next 
remove the rubber bump stops. Also remove the plastic mounting tab that holds the 
wiring for the wheel sensor from the axle. 



5. Set the lower air bag mounts (Part# 10013024-DS/10013025-PS) on top of the axle  
They fasten to the axle with the 3/8ò x 1-1/4ò. The 3/8ò bolts use the nut wrench (Part# 
50128), beings that there is no way to get a wrench on the nuts. 

3/8ò x 1-1/4ò bolt  
uses nut wrench 
on back side 
2x per side 

4. Locate the 5323 air bag (Part #80012-5323). Locate the 1/2ò-13 x 3-3/4ò bolt, lock 
washer and nut. Snug the air bag to the mounting bracket. Make sure to look at the  
orientation of the upper bag mounting holes. Make sure to rotate the air bags so that 
the studs on top of the bag line up with the holes on the upper bag mount. Now you 
can torque the 1/2ò bolt to 30 ft/lbs. 

Torque the 3/8ò bolts to 40 ft/lbs. 

Install U-bolts 
around axle 
and tighten 
down. 



6. Locate the upper bag mount (part # 10013021-DS/10013023-PS)  It installs in the 
upper spring coil bucket. It mounts with the tabs on the outside. Locate the 4-1/2ò disk 
(Part #50788) with the 1/2ò hole in it.  Place it on top of the spring bucket. Use the 1/2ò 
lock washer and nut to fasten in place. Torque to 65 ft/lbs.  

7. Fasten the top of the air bag to the upper bag mount with the 1/2ò and 3/4ò lock 
washer and nuts. Insert the 90 degree fitting in the top of the bag and tighten. 



If air controls package is purchased, see Ram 1500 air controls install instructions. 
 
For manual fill kits, air bags will need to be plumbed together using 1/4ò air and provid-
ed 1/4ò PTC Y-Fitting. Run 1/4ò air line to desired location of manual fill and plumb air 
line to the provided 1/4ò PTC Schrader valve. Valve should be placed in a accessible 
location usually near the rear hitch or just under the bumper. 


