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AIR SUSPENSION SYSTEMS

2686 Highway 920skaloosa, |1A 52577
phone: 641.673.0468x: 641.673.4168
www.kelderman.com

2011+ Ford Super Duty 4x4
Frontd6 6 L1 f t K
Installation Instructions




1. Before you remove anything off the truck,
of the differential. Make sure to record the
installed, check to see that the pinion angle
rect caster and camber.

2, Jack the truck up from the axle until th
stands under the front of the frame. Keep t
wheel s. Now that the wheels are off, remov
end |l inks. Let the jJjack down and remove the
of the axle. You wi ||l have to unbolt the br
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Sway bar unhooked from
sway bar

Remove casting and springs










3. Remove the rear bolts that hold the facto

arm drops (part# 16846) . They fasten into th
5 1/ 206 bolts. Use the picture below for place
175 ft/ |l bs. Next, insert the factory trailin
1/ 20 bolts. Torque this bolt to 175 ft/ |l bs a

3/ 4x5 1/20 boltsaciory bolt




4 . Remove the steering arm from the stock pi
crown and cotter pin. Now remove the pitman
washer . Next remove the pan hard bar bolt an
stall the drop pitman arm (part# FA 450) T
torqgue the steering arm ball joint nut to 115
ter pin. NOTE:-toAquertié& mildmasnrar m.




5. Locate the pan hard bar (track bar) drop

(part# 15381). I nstall the pan hard bar drop
and spacers. Use the pictures below for bol
bolt goes in the hole closest to the air bag.

tom of the frame with the nut and threads on
bolt to 150 ft/ Il bs and the 1/ 20 bolts to 85 f

These three bolts ar

install the spacers

engine cross member an

pan hard bar moudt 2x20 bolts M20x100 bol't
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Factory upper shock mour




9. Locate the upper shock mounts (part# 1713

shock hole in the spring bucket. Remove the
factory shocks and use them and the M12x70 to
the threads are up. Torque this bolt to 65
1/ 2x30 bolts. Torgue these bolts to 85 ft/1lDb
used, you may need spacers or washers to cent
10. Reattach the sway bar to the sway bar en

Torque the nuts to 45 ft/ |l bs.

11. Locate the extende:

You can install them no!
sonal preference if you
move the steel mounting
Juse it. Some tri mming
guired to the bracket i1
use it. 't will fasten
mount with the 1/ 40 bolf
12. Locate the steerin

Begin with the middle s
K in it (part# 10665) .

mi ddl e of the axle with
(part# 16008) and the f

bol ts. It also will fasten to the axl e with
the stock cover you wil/ need to use some was
bracket is designed to work with cast after ma
cover . Once all the bolts are started tighte
bolts to the 55 ft/ |l bs. Now | ocate the oute
16892DS) . They fasten to the steering tie ro
nuts back up at 30 ft/ | bs. Now | ocate the sh
with the 1/2x201/ 206 bolts. Use the spacers o
the spacers on the other end of the shocks




13. Set the air bags at 80 tall. You
Measure in between the upper and | owe
and according to Firestone, this is t
est. Now | ocate the height control v
tem you have purchased. When mount.i
to drill and tap -200ibobttwer ksamest .
mechanical valve mounted. It i s poin
sensor is much smaller in size. Sinc
to the trailing arm pivot point. The
sensor is to drop it down below the f
sen, make sure that the sensor arm ha
ence NOTE: The sensor has a dead b
tions Proper installation wil!/l have
plastic stops in both directions.
bolts. Now torque all the 1/20 botl s
Hadl ey sensor pictured at ride hei
drilling and tapping for the 1/ 4x2
The bottom trailing arm is drill ed
to have the air bag height at 80 a
mi ddl e of the range when installin
provide clearance for t§he arm
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The sensor | inkage can be shortened. Just re
as well as the jam nut. Then remove the bl ac
shortened if needed. The Accu air sensor <can
the previous page.

Sensor |Iinkage mounted on out si




