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2016-2018/2019+ Ram 4500/5500 
2-Stage Front Air Suspension  

Installation Instructions 

2686 Highway 92 - Oskaloosa, IA 52577 
phone: 641.673.5396 
www.kelderman.com 

VERSION 1.3 
 
A 17/64“ drill bit is 
required. 
 
A  5/16”-18 tap and 
1/4” and 13/64” drill 
bit is required if   
installing height 
control sensors or 
valves 

10004488 (19+) 
KLM21525 (16-18) 
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1. These instructions work for 2019+ RAM 4500/5500 Kits (# 1004488) and 2016-2018 

RAM 4500/5500 Kits (Part # KLM21525). Jack the truck up by the frame and remove 

the tires. You will need a couple of floor jacks under the front axle to keep the axle 

from dropping when you remove the shock. We will install the drivers side first. The 

passenger side mounts exactly the same but does not have anything above the shock 

mount. If two people are doing the install both sides can be done at once.    

2. Remove the nut from the sway bar end link and remove the shocks. Drop the jacks 

that are holding the axle up until the tension is off the coil springs.   
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Remove the plastic inner fender liner, the coil springs and bump stops from both sides 
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This tab needs to be cut 
off the mount   

3. On the drivers side, cut the rear tab off the ABS motor mount. It will interfere with the 
upper shock mount. The bracket will now be held in place with just the front bolt.   



5 

4. Locate the lower air bag mount (Part # DS-21528 and PS-21531) and air bag 
(80012-5323). The air bag fastens to the lower air bag with the 1/2” x 3-3/4” bolt. The 
air bag must be indexed 180 degrees off with the mounting tab on the bottom of the air 
bag.  Torque the 1/2” bolt to 35 ft./lbs. Do not mount this assembly yet. It gets installed 
after the upper bag mount and shock mount.  

The upper studs and the lower 
mount need to be 180 degrees 
from each other 
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5. Locate the upper bag mount (Part # DS-21527 and PS-21530 and upper shock 
mount (Part # DS-21526 and PS-21529). Insert the upper bag mount into the factory 
spring perch with the air port facing out away from the frame (towards the tire). Slide 
the upper bag mount in place, then slide the upper shock mount over the 3/8” studs on 
the upper bag mount. Starting with the nut closest to you, fasten the two parts together 
with the 3/8” lock washer and nut. Snug this up tight. Slide the ABS front bracket down 
on the inside front 3/8” stud. Install the last two 3/8” lock washers and nuts. Torque all 
three nuts to 35 ft./lbs. 

Drivers side 
only 
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6. Drop the lower bag mount/air bag assembly into the lower spring perch. The lower 
bag mount fastens in place with the lower shock bolt and factory nut that has the tab 
on it. Torque this bolt to 125 ft./lbs. 
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Lower air bag mount fastens into the axle 
with the factory lower shock bolt 
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7. Jack the axle up so the air bag studs slide up into the upper air bag mount. Use the 
1/2” and 3/4” lock washers and nuts to fasten the air bag to the upper bag mount.  
Torque these nuts to 35 ft./lbs.   
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8a. Locate the Rancho shocks (Part # 80096/RS99113 and four shock spacers (Part # 
11565). The shocks are a 9 way adjustable shock. Set the dial to setting 3. That has 
proven to be the best valving to work with the air bag. Use the 1/2” x 4-1/2” bolts and 
spacers to install the top of the shock to the shock mount. Use the 1/2” x 3” bolt on the 
bottom. Torque the shock bolts to 65 ft./lbs. 

One spacer on  
each side 

Adjustment knob 
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8b. If using Raptor shocks, locate (2) RAP-10151 shocks and attach them to the upper 
and lower shock mounts. Use the 1/2” x 4-1/2” bolts and spacers to install the top of 
the shock to the shock mount. Use the 1/2” x 3” bolt on the bottom. Torque the shock 
bolts to 65 ft./lbs. 


